






② Install the socket-out .(It is recommended that the socket-out be installed at the lower right side of the charger, with a linear 

distance of about 20cm from the charger. The actual situation on site shall prevail.）

③ Charger installation. Wall-mounted installation effect 

 digram.
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The drill size isΦ12mm and the drilling depth is about 85mm.

Pile-mounted charger installation (optional)

④ Install the upper hanging plate and lower hanging 

      plate. 

②  Pile installation(after threading). ③ Install the backplate and the

 socket-out.

Pile installation effect digram.
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① AC line  installation.



Step 1 Confirm that all inspected items meet the requirements before commissioning;

Step 2 Close the the cable inlet leakage protection circuit breaker;

Step 3 Power on the charger: about one minute of power-on self-test time;

Step 4 After power-on self-test, observe the status of the indicators.

Inspection before commissioning

Commissioning

The status description of the LED indicators are shown in the table below.

No.

The installation place is convenient for operation and maintenance.1

The charger is installed securely.2

With sufficient cooling space.3

Cable is connected correctly and firmly.4

Cables are routed safely and protected against mechanical damage.5

Item
Judgment

Yes                    No

Charger status

Blue indicator breathes, on for 1s and off for 1s; circulatingCharging (S2 is closed and current is normal)

Blue indicator flashes slowly, on for 1s and off for 4s; circulatingStandby

Blue indicator is steady onCharging stops

Blue indicator flashes quickly, on for 0.5s and off for 0.5s; circulatingDetecting plug

Red indicator is steady onGround cable and live cable connected reversely

Blue indicator is on for 1s and red indicator is on for 1sPower-on self-test

Indicator

Blue indicator flashes quicklyCharger software upgrading
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